
     
               

Instructions For Installing TWC6M-MB 
Mounting Bracket For Endura TWC6M Rapid Charger 

 
Parts List - TWC6M-MB may be used to mount TWC6M to an office wall or in a vehicle.  In addition to 
the metal bracket, TWC6M-MB includes the following items: 
 

Quantity Description Comment 

3 Wood screw (3”) 
3 Plastic wall anchor 

Use when attaching to wood or drywall. 

3 Machine screw (10-24 x ¾”) 
3 Hex nut (10-24) 
3 Flat washer (#10-3/16”) 
3 Lock washer (#10-3/16”) 

Use when attaching to a metal surface. 

4 Brass thumb screw Secures charger to bracket. 
6 Front tie-down strap (6”)  
6 Back tie-down strap (6”) 

Use with shorter radios (height of radio 
 generally under 6”). 

6 Front tie-down strap (7-3/4” )    
6 Back tie-down strap (9”)  

Use with taller radios (height of radio  
generally over 6”). 

6 Rubber ring Connects front and back tie-down straps. 
6 Front connecting strap (5”) Attaches to front of bracket. 
6 Quick disconnect clip (2 parts) Connects front tie-down and front connecting straps.  

 
Installation – Below are general guidelines for installing TWC6M-MB.  Please read all steps before 
beginning the installation. 
 

1. Install the mounting bracket in an area that will enable you to easily reach your power source with 
TWC6M-PS (for a 120V AC wall outlet and included with TWC6M) or TWC6M-VPA (for a 12V DC 
outlet in a vehicle and purchased separately).  

 

2. Use the 3” wood screws with wall anchors when fastening the bracket to a plaster or drywall surface.  
Use the machine screws with washers and nuts when fastening the bracket to a metal surface.  The 
bracket should be securely fastened at three points.  See “A” in the diagram below. 

 

3. Tie-down straps are provided to secure your radios (or spare batteries) in the TWC6M charger.  The 
straps should always be used when the charger is installed in a moving vehicle. Before installing the 
tie-down straps, determine whether the straps for shorter or taller radios are needed.  Use the 6” front 
and 6” back tie-down straps when the height of the radio to be secured is less than 6” (measurement 
excludes antenna).  Use the 7-3/4” front and 9” back tie-down straps when the height of the radio to 
be secured is more than 6”. 

 

4. Insert a back tie-down strap through opening that protrudes inward on the back of the bracket and 
press the end of the strap onto itself.  Do not pass the strap around the back of the bracket, as this 
will prevent the bracket from mounting flush to a wall.  See “B” in the diagram below. On the other 
end of the back tie-down strap, attach the rubber ring. Take one end of the front tie-down strap and 
also attach it to the rubber ring.  Both tie-down straps should be installed so that the fuzzy side faces 
out.  Repeat these steps for the remaining five positions. 

 

5. Insert one end of the front connecting strap (5”) through the opening on the front of the bracket and 
press the end of the strap onto itself.  See “C” in the diagram below.  The front connecting strap 
should be installed so that the smooth side faces out.  Repeat these steps for the remaining five 
positions.   

 

6. Separate the one of the quick disconnect clips.  Attach the shorter piece (clip holder) to the front 
connecting strap in the first position and the longer piece (with prongs) to the front tie down strap, 
also in the first position.  Repeat these steps for the remaining five positions.    
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7. To make final adjustments to the tie-down straps, place your radio in the charger, bring the strap 
assembly over the radio, and insert the plastic clip on the front tie-down strap into the clip holder on 
the connecting strap.  Center the rubber ring over the top of the radio and adjust the length of the 
front and back tie-down straps, so that the radio is held securely.  Repeat these steps for the 
remaining five positions.  

 

8. Once the mounting bracket is securely installed, place the TWC6M on the bracket so that the four 
screw holes on the bottom of the charger are aligned with the four holes in the bracket. See “D” in the 
diagram below. Use the four brass thumb screws to fasten the charger to the bracket. If TWC6M is 
installed in a vehicle, check frequently to ensure all fasteners are tight. 
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Suggestions 
 

 Consider installing all tie-down straps 
and checking fit on radios before mounting 
the bracket to a wall or in your vehicle. 
 

 Confirm that the correct pods are 
installed in TWC6M and that your radio 
batteries charge without issue before 
securing the charger to the mounting 
bracket.  

 
 

 


