ZONE

Digital & Analog 2-Way Radio

MotoTRBO & Hytera Compatible

DME

DIBITAL TWO-WAY RADID Waterproof (IP65)
N 2,000 mAh LiOn Battery
= = Military Spec.
el FCC., IC & IFTEL Certified
Frequency Range 400-470MHz 1,000 / 32 Channel Capacity
ey o pn AW / W Power

(16 channels per zone)
Channel Spacing

Working Voltage
Frequency Stability
Antenna Impedance
Dimensions (H*W*D)
Weight

Transmitter

Power Output
FM Modulation

4FSK Digital Modulation

Spurious Emission
Modulation Limiting

FM Hum & Noise
Adjacent Channel Power

Audio Response
Audio Distortion
Receiver

Sensitivity (Analog)
Sensitivity (Digital)
Selectivity TIA603 ETSI

Intermodulation TIA603

ETSI

Spurious Response Rejection
TIA603 ETSI

SNR

Conducted Spurious Emission
Audio Power Output

Audio Distortion

Audio Response

Digital Vocoder Type

Digital Protocol

Analog : 25/12.5kHz,
Digital : 12.5kHz
7.4V Rated

+1.5 ppm

50Q
5.3"x24"x1.6"

9 ounces with battery,
anfenna, belt clip.

AW/TW
1TKPF3E @ 12.5 kHz;

16KPF3E @ 25 kHz

12.5kHz Data only: 7Ké @ FXD
12.5kHz Data & Voice: 7Ké @ FXW
-36dBm < 1GHz; -30dBm>1GHz
+2.5kHz @ 12.5 kHz;

+5.0kHz @ 25 kHz

40dB @ 12.5 kHz;

45dB @ 25 kHz

60dB @ 12.5 kHz;

700B @ 20/25 kHz

+1~-3dB

5% (3% typical)

0.2uV (120 SINAD)

0.3uV /BER5%

60dB @ 12.5kHz / 70dB @ 25kHz
60dB @ 12.5kHz / 70dB @ 25kHz

ZONE-KP
FCC: U7GKEYPZONE
IC: 6388A-KEYPZONE

ZONE
FCC: U7GBBOXZONE
IC: 6388A-BBOXZONE

65dB @ 12.5/20/25 kHz

70dB @ 12.5/20/25 kHz
40dB @ 12.5 kHz

45dB @ 25 kHz

-57 dBm

1.5W

3% (typical)

+1~-3dB

AMBE+2™

ETSITS 102 361-1, -2, -3

WATCH THE VIDEO!




